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CAUTION:Follow CAUTIONS in Operator’s and Installation
Manuals concerning working under vehicles.

4000# Jack Kit:  Straight-Acting Jacks

1 - AP37526 Hardware Kit

See Item Price Listing

1 - AP37064 4000# x 13" Stroke 2 Jack Assy.
AP37523 4000# Jack Kit

M.S.R.P.:

Includes:
Mfr. #:

Application: For front of 2007 and earlier Dodge Sprinter 2500 and 3500 chassis with the 5 cylinder diesel engine. 

*1.000

7" TO 9" TYPICAL 
MOUNTING 

HEIGHT

0.500 CLEARANCE REQUIRED 
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WITH SWITCH WIRES TIED TO  
HYDRAULIC HOSE

6.000

8" FOOT

TRANSMISSION
CROSSMEMBERTRANSMISSION

CROSSMEMBER

*NOTE:  CYLINDER IS SHOWN IN UPPER  
POSITION.  IT MAY BE POSITIONED ONE  
INCH LOWER TO PROVIDE CLEARANCE.

22.600

FRONT

SWITCH WIRE TO THE JACK PIVOT BRACKET AND SECURE WITH WIRE
MOUNT PRESSURE SWITCH DOWNWARD AS SHOWN.  ATTACH PRESSURE

TIES AND ANCHORS.  USE 1/4" DIA HOLES IN PIVOT BRACKET TO MOUNT
ANCHORS.  MAKE SURE JACK CAN PIVOT FREELY WITHOUT DAMAGING THE 
PRESSURE SWITCH OR PINCHING THE PRESSURE SWITCH WIRE.

PRESSURE SWITCH MOUNTING
DETAIL (IF APPLICABLE)

PRESSURE
SWITCH

PRESSURE 
SWITCH WIRE

WIRE TIE

NOTE:  ALL DIMENSIONS
ARE APPROXIMATE

SEE PRESSURE
SWITCH MOUNTING
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FRONT AXLE


