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CAUTION: Follow CAUTIONS in Operator’s and Installation
Manuals concerning working under vehicles.

4000# Jack Kit:  Straight-Acting Jacks

1 - AP37950 Hardware Kit

See Item Price Listing

2 - AP39573 4000# x 13" Stroke Jack Assy.
AP37942 4000# Jack Kit

M.S.R.P.:

Includes:
Mfr. #:

Application: For rear of Dodge Sprinter 2500 Chassis. 

NOTE:  ALL DIMENSIONS
ARE APPROXIMATE

AP37943 Crosstie Kit 
1 - AP37863 Upper Crosstie

See Item Price Listing

1 - AP37867 Lower Crosstie

M.S.R.P.:

Mfr. #:
Includes:

1 - AP37949 Hardware Kit
1 - AP37950 Hardware Kit

EXHAUST PIPE

AP37863

AP37867

13.000"
STROKE

*1.000

7" TO 9" TYPICAL 
MOUNTING 

HEIGHT
*NOTE:  CYLINDER IS SHOWN IN UPPER  
POSITION.  IT MAY BE POSITIONED ONE  
INCH LOWER TO PROVIDE CLEARANCE.

8" FOOT

NOTE: ALL FRAME MOUNTING
HOLES MUST BE DRILLED.

REAR AXLE

34.500

14.280

2.625

2.000 4.000
2.000

14.785

NOTE:  SEE MI15.2008 SHEET FOR PRESSURE
SWITCH MOUNTING INFORMATION (IF APPLICABLE).

FRONT
DRILL 9/16" DIAMETER

DRILL 13/32" DIAMETER HOLE
FOR BOLT ONLY

HOLE FOR SPACER

SPACER (PART OF
AP37949 HARDWARE KIT

BRACKET MUST BE TIGHT 
AGAINST THE BOTTOM OF THE FRAME

FRAME MOUNTING
DETAIL

FRAME MOUNTING
DETAIL

FRAME MOUNTING DETAIL

40.925

14.280"
UPPER HOLES


