
Strong, hydraulic power-extend/power-retract jacks with 13” and 16 strokes 
available and a jack lifting capacity of 12,000 pounds per jack.

Outward jack pivoting action allows coach sides to be lifted with minimal 
sliding of the jack foot and braces the trailer for maximum stability.

Large pivoting ball & socket jack foot connection reduces bending stresses to 
rods and maximizes foot-to-ground contact and stability.

State-of-the-art corrosion protected hydraulic cylinders designed for long life.

Includes the following features...

Picture represents a single 
version of stated jacks and is
not actual to all applications.
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HWH® Straight-Acting/Pivoting, Power-Extend/Power-Retract Jack
12,000 lb. Lift Capacity each Jack



AP44828 - 12,000 lb. Lift Capacity each Jack with a 13" Stroke
HWH : Straight-Acting/Pivoting, Power-Extend/Power-Retract Jack

Each Jack Assembly
LOAD PER JACK (lbs.)

(lbs.)

Specifications...

WEIGHTS

R

ML43811B.DWG - 16AUG10

12,000
XX

Specifications & Features

Bolt To Frame Brackets - OPTIONAL *
Cross Tie - NEEDED * See ML44877B
Pressure Switch - OPTIONAL *

* Available from HWH Corporation

Retracted
Jack Height

24.000"

Cross Tie
Mounting Hole
Pattern 2.000"

13.000"
Jack Stroke

Foot Diameter
10.000"

Needed 4.500"
Front to Rear Clearance

Needed 5.750"
Side to Side Clearance

1.500"

3.000"

1.500"

6.000"

7.500"

7.500"

P43787
Sold

Separately

Pressure switch sold separately,
needed for auto level systems
only.



Each Jack Assembly
LOAD PER JACK (lbs.)

(lbs.)

Specifications...

WEIGHTS

ML43811C.DWG - 16AUG10

12,000
XX

Bolt To Frame Brackets - OPTIONAL *
Cross Tie - NEEDED * See ML44877B
Pressure Switch - OPTIONAL *

* Available from HWH Corporation

Retracted
Jack Height

25.700"

Cross Tie
Mounting Hole
Pattern 2.000"

16.000"
Jack Stroke

Foot Diameter
10.000"

Needed 4.500"
Front to Rear Clearance

Needed 5.750"
Side to Side Clearance

7.500"

6.000" P43787

Separately
Sold

7.500"

1.500"

3.000"

1.500"

Pressure switch sold separately,
needed for auto level systems
only.

Specifications & Features
HWH : Straight-Acting/Pivoting, Power-Extend/Power-Retract Jack

AP44829 - 12,000 lb. Lift Capacity each Jack with a 16" Stroke

R


