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* TURN ADJUSTMENT BOLT CLOCKWISE FOR LESS MOVEMENT.  TURN
ADJUSTMENT BOLT COUNTER-CLOCKWISE FOR MORE MOVEMENT.  DO NOT

TURN ADJUSTMENT BOLT WITHOUT OPENING VALVE 1.  CLOSE VALVE 1
WHEN ADJUSTMENT IS COMPLETE.

JAM NUT

PRECISION LEVEL
ADJUSTMENT (4) *

NORMAL JACK EXTEND (MANUAL OR AUTOMATIC) - VALVES 1, 2 & 5 ARE OPEN

PRECISION LEVEL (AUTOMATIC ONLY) - VALVES 1 & 5 ARE OPEN - VALVE 6 CYCLES

JACK RETRACTION (MANUAL OR AUTOMATIC) - VALVES 3 & 4 ARE OPEN
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DO NOT ATTEMPT TO REMOVE THE ADJUSTMENT TUBE ASSEMBLY.
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ALL #1, #2, #3, #4 AND #5 VALVES ARE THE SAME.

THE #6 VALVE IS A SPECIAL HIGH FLOW VALVE.

HOSES WITH MATCHING LETTERS ARE
THE SAME LENGTH AND SAME TYPE OF
HOSE.  HOSES M, N AND O ARE THE SAME
LENGTH.  HOSES A, D, G, L, AND M ARE
LOW PRESSURE 1/2" RETURN LINE.


