
MP64.8325
26AUG10

E F

FLOOR LIFT

BREATHER/
FILLER CAP

CYLINDER EXTEND
ROOM RETRACT VALVE

CYLINDER RETRACT
ROOM EXTEND VALVE

E & F - HOSES ARE 1/8" HIGH PRESSURE
HOSE SUPPLIED WITH THE MECHANISMS

G - HOSES MUST BE 1/8" HIGH PRESSURE
HOSE AND THEY MUST BE EQUAL LENGTH

H - HOSE MUST BE EQUAL LENGTH AND
THE SAME TYPE OF HOSES

ROD ENDROD END

CAP END END

FOR CONNECTION CLARITY,
ONLY THE ROOM CYLINDERS ARE SHOWN

E F

SYNC CYLINDER

ROOM CYLINDERS
CAP END - CONNECTION - B

ROD END - CONNECTION - A
ROOM CYLINDERS

CYLINDER EXTEND - ROOM RETRACT
CYLINDER RETRACT - ROOM EXTEND
CHECK OIL LEVEL WITH ROOM EXTENDED

CONNECTION
CAP END

ROD END
CONNECTION

FRONT VIEW
OF MECHANISM

CAP

G H G H1/4" HOSE HOSE
1/8" HP

HOSE
1/8" HP

PROPER HOSE CONNECTIONS ARE
CRITICAL PAY CLOSE ATTENTION TO 
FITTING ORIENTATION ON FLOOR LIFT

1/4" HOSE
HOSE
1/4"

1/4" HOSE

CYLINDER AND SYNC CYLINDER

HYDRAULIC LINE CONNECTION DIAGRAM
UNIVERSAL LEVEL IN / LEVEL OUT ROOM EXTENSION

OR - UNIVERSAL LEVEL OUT ROOM EXTENSION
WITH PLATFORM MECHANISM

PORT (A)PORT (B)

PORT (D)
PORT (C)

HAND PUMP

(48 INCH)

ROD END
CONNECTION
AP24632

AP24818 (86 INCH)
CONNECTION
CAP END

THE ROD END (A) CONNECTION
ON THE END OF THE MANIFOLD FOR
A HAND PUMP MAY HAVE A FITTING

SINGLE ROOM SYSTEMS WITHOUT

A HAND PUMP PLUMB AS SHOWN
MULTIPLE ROOM SYSTEMS WITHOUT
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E - CYLINDER EXTEND VALVES
R - CYLINDER RETRACT VALVES


