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NOTE: INSTALLATION MUST CONFORM TO GOOD SHOP PRACTICES, SAE

® AP6116 HOSE ASSY .25 x 240 () AP24818 HOSE ASSY HWHO2ZHP x 86’ NOTE: HOSES € AND € ARE INCLUDED
ROD END - ALWAYS PRESSURIZED CAP END - MUST MAINTAIN EQUAL WITH THE ROOM EXTENSION MECHANISM
® AP26791 HOSE ASSY 25" x 246" LENGTH AND DIAMETER
' X
AP5352 HOSE ASSY .25 x 96° AP38251 AP38252
CAP END @mnu 2ND x LH ASSY. RH ASSY.
© AP24635 HOSE ASSY HWH02HP x 727 CAP END CAP
ROD END - ALWAYS PRESSURIZED ® AP43306 HOSE ASSY 25/05 x 72 END
HOSES MUST BE HIGH PRESSURE CAP END
HOSES OF EQUAL LENGTH AND DIAMETER
@ AP4073 HOSE ASSY HWHO2HP x 607
CAP END - HOSES MUST MAINTAIN LH AND RH LABELED AS
EQUAL LENGTH AND DIAMETER VIEWED FROM OUTSIDE
© AP24632 HOSE ASSY HWHO2HP x 48° OF ROOM
ROD END - ALWAYS PRESSURIZED -
MUST BE HIGH PRESSURE HOSES OF AP45622
EQUAL LENGTH AND DIAMETER UNIVERSAL STRAIGHT OUT
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HYD CONN DIAGRAM

JACK KITr AP46285 (1 USED)

STANDARDS, RVIA STANDARDS, AND OTHER APPLICABLE STANDARDS. [CONTROL PACKAGE: AP47427

THE INFORMATION DISCLOSED [N THIS TIRAWING [S CIN-
FIDENTIAL AND MUST NOT BE DISCLOSED OR USED IN ANY
NANNER VHICH VILL BE DETRMENTAL TO THE HVH CORPIRATIN
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