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® AP4161 HOSE ASSY 04 x 120°
PRESSURE

® P5145 TUBING NYLON 3/8 x 1807
RETURN

© AP49245 HOSE ASSY 03 x 1207
ROD END - ALWAYS PRESSURIZED - MUST
BE HIGH PRESSURE HOSES OF EQUAL
LENGTH AND DIAMETER

@ AP4161 HOSE ASSY 04 x 120"
CAP END - MUST MAINTAIN EQUAL LENGTH
AND DIAMETER

® AP24632 HOSE ASSY 02 x 48‘ HWH HP
ROD END - ALWAYS PRESSURIZED - MUST
BE HIGH PRESSURE HOSES OF EQUAL
LENGTH AND DIAMETER

® AP24636 HOSE ASSY 02 x 84” HWH HP
CAP END - MUST MAINTAIN EQUAL LENGTH
AND DIAMETER

(D AP4059 HOSE ASSY 04 x 36°

CAP END (LIFT>
@ AP49245 HOSE ASSY 03 x 120
CAP END <ROOM>
® AP49245 HOSE ASSY 03 x 120°
CAP END <ROOM>
© AP49245 HOSE ASSY 03 x 120°
ROD END (LIFT> - ALWAYS PRESSURIZED
™ AP49245 HOSE ASSY 03 x 120°
CAP END (LIFT>

) AP4059 HOSE ASSY 04 x 36°
ROD END - ALWAYS PRESSURIZED (LIFT>

@ AP49245 HOSE ASSY 03 x 1207
ROD END (LIFT> - ALWAYS PRESSURIZED

FROM PRESSURET

NOTE: INSTALLATION MUST CONFORM TO GOOD SHOP PRACTICES, SAE
STANDARDS, RVIA STANDARDS, AND OTHER APPLICABLE STANDARDS.

® AP49245 HOSE ASSY 03 x 1207
CAP END LIFT

@ STEEL TUBE
CAP END (LIFT>

PLUG/CAP UNUSED
PORTS WITH PLUG
FROM PUMP

NOTE: RETURN LINE
MUST POINT UPWARDS.
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